
 

 
 
 
 
 
 
 
  
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Net weight Kg 1.3
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Spotlight reserve the right to  change specification without prior notice 
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esnel luminaire for 200/250W MSD discharge lamps for 
plications or 200W MSR discharge lamps, for 
pplications, with external ballast (not included). 
ion, soft edges, compact size to allow general lighting 
ays, exhibition areas, hotels, shopping malls;  variable 
 to 53°. 
MSD lamp grants the highest lighting efficiency and an 
ger than 2000 hours. 
ations, we have available aluminium mini trusses and 
acks, along with a wide range of glass and gel coloured 
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• 7,5°- 53° beam angle 
• Extruded aluminium and steel housing 
• Filter-frame locking system  
• Yoke with 10 mm diameter hole, reversible for use in any position 
• Heat insulated knobs and handles  
• Easy focus adjustment  by sliding knob    
• Anti scratch Epoxy Resin paint  (standard black) 
• 1.5 m power supply cable  (plug available on request)  
• 230V 50/60 Hz optional electronic ballast (other voltage on request) 
• Strain relief cable clamp 
• Access for lamp maintenance via  removable top cover 
• 80 mm diameter fresnel lens 
• Spherical reflector in 99,99 % polished and treated aluminium  
• Compliance to CE  EN 60598-2-17 
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miniFresnel miniFresnel miniFresnel miniFresnel MSD/MSR MSD/MSR MSD/MSR MSD/MSR 

(MI FN ME/SBA)(MI FN ME/SBA)(MI FN ME/SBA)(MI FN ME/SBA)    
ross weight Kg 1.5 -  Box volume m3 0.006 
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Type/Order code  MSR 200 MSD 200 MSD 250 
Power (W) 200 200 250 
Lampholder GY 9.5 GY 9.5 GY 9.5 
Luminous flux (lumen) 15000 13500 18000 
Life time (hours) 200 2000 2000 
Colour temperature (°K)   5600 5900 5900 
 CRI (Ra) 92 80 80 

LAMPS 
     CODE 
miniFresnel  MSD/MSR    MI FN ME/SBA 

    
ACCESSORIES 
Colour filter frame   TC MINI  
4-door rotatable barndoors   PL 4 MINI 
Motorized color wheel    RM MINI  
Hook for mini trusses   MINI GAC  
Floor/wall mounting base   BASE-Q122-AS
External electronic ballast   BE ES ME 250 

OPTIONS 
100 -120 V ballast   on request 
Non standard paint finish   on request 

ER INFORMATION  ACCESSORIES & OPTIONS
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